


SPEEDTRALC®

INTRODUCTION

SPEEDTRAC is an all-in-one designed and fully integrated
vehicle tracking, security and recovery device. It is powered
by the latest SiRF Star Il technology, so that it has excellent
sensitivity and gets great performance even when going
through urban canyons and foliage environments. Adopt-
ing two types of SIEMENS Tri-Band GSM / GPRS modules (
850/ 1800 / 1900 and 900 / 1800 / 1900 ) provides the great
ability and reliability to build a stable connection to the
GSM network around the world.

SPEEDTRAC provides configurable functions to report posi-
tion and events based on a variety of user-defined func-
tions, such as automatic sending of periodic autonomous
reports, motion detected or scheduled reports. During the
stolen vehicle recovery situation, it can report GPS position
as often as every 15 second.

Fully integrated, built-in GSM antenna, GPS antenna, motion
sensor, eliminates costly, time-consuming installations. The
IP-67 waterproof enclosure and the other robust design
features increase reliability and durability, achieving opti-
mal performance under any climatic conditions and appli-
cations.

FEATURES

* IP-67 waterproof enclosure

* Internal GPS antenna and GSM antenna
* Onboard motion sensor

* Geofence and parking-fence

* Easy for installation

- Automatic and continuous GPRS connec-
tion management

* Reliable TCP/IP connectivity over GPRS
network

* Excellent GPS sensitivity up to -159 dBm

* Built-in 4MB data log and automatic
resending mechanism

APPLICATIONS

* Fleet management system (FMS)
* Vehicle monitoring and security
* Truck or trailer tracking

* Container tracking

* Mobile asset tracking

* Boat tracking and monitoring

General specification 1/0 Ports
Power Supply 9V~30V DC Input R 1 power jack (Power, ACC Input, Digital
-R Cable

LED Indicator Power, GPS, GPRS Input, GND) + 1 R5-232 port

Storage Device 1 power jack (Power, ACC Input, Digital

Flash RAM ‘ 4 MB data log M12-V Cable Input, GND} + 1 microphone jack + 1
output jack ( Immobilizer output, GND)

GSM/GPRS

G5sM Tri-band 900/1800/1900, 850/1800/1900 Sensor

GPRS multi-slot
GPRS mobile station
GPRS Protocol
Module approvals
SIM

GSM antenna
GPS

GPS Chipset
General
Sensitivity
Protocol

Support SBAS
Acquisition Time
Position Accuracy

GPSantenna

Class 10

Class B

TCP/IP - UDP

R&TTE, FCC, IC, GCF, PTCRB, FTA
3V

Built-in tri-band antenna

SiRF Star Il GPS chipset

L1,1675.42 MHz,C/A Code: 1.023 MHz, 20 channels
-159 dBm

NMEAQ183 compliant protocol
WAAS,ENGOS

Hot Start:1 sec, Warm Start:35 sec, Cold Start:42 sec
Autonomous: 10m 95%, SBAS:5m 95%, DGPS: 1-5m

Built-in patch antenna

Motion Sensor

Others

Dimension

Weight

Waterproof

Compliance

Operating Temp.

Storage Temp.

Optional Accessory

AC adapter

Vehicle adapter

Immobilizer

Plastic mounting bracket PB-Q01
Plastic mounting bracket PB-UQ2
Solar power panel

External power bank

Onboard motion sensor

122mmiW} x 60mm(D) x 29 mm (H)
Approx. 158g

IP67 enclosure

FCC /CE

-20°Cto + 70°C

-40°Cto +90°C

For AC power supply, 110V ~ 240V
For cigarette plug power supply
To stop the vehicle

For quick release

For permanent installation

435x 272 x5 mm

84VDC9Ah 120x 60 x 26 mm



